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Home 100 Lamp
100 Lumen Ceiling LED Lamp
Wall Dimming Switch & Cable Roller
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www.niwasolar.com

Home 100 Lamp is Niwa’s innovative 100 Lumen LED ceiling lamp for solar 
home systems. With impressive 90 lm/W energy efficiency the lamp 
makes sure people get the longest high quality light service possible out of 
their hardly harvested energy resources. 

The lamp is not only easy to install due to it’s Quick-Fix Strap, Cable Roller 
and USB plug but also very comfortable to use due to it’s 3x Light Modes 
Dimming Slider. The lamp is water and dust protected (IP44) promoting it 
for all kind of  outdoor use. 

Up to 100 Lumen with outstanding 85 CRI deliver the highest quality light 
service for the living room,  kitchen and sleeping rooms. The dimming 
feature allows to always adjust to the right brightness level depending on 
the amount of energy available and situation of use. 

Home 100 Lamp
100 Lumen Ceiling LED Lamp
Wall Dimming Switch & Cable Roller

50 lm
20 lm

100 lm

Light Modes

LED  

4700 - 5300 K White

85 Ra

100 lm, 50 lm, 20 lm

Wall Comfort Slide Switch

Non-glare

90 lm/W

Standard USB (min. 0.5 A)

Light Technology

Color Temperature

Color Rendering (CRI)

Light Modes

Light Control

Light Diffuser

Energy Efficiency

Lamp Connector

High-Efficiency-Copper

4 m

Cable Roller

Quick-Fix Strap

Optional

IP 44

CE / RoHS / REACH

24 month

Cable Type

Cable Length

Special Feature 

Ceiling Mounting

Wall Mounting

Lamp Protection

Compliance

Limited Warranty

Technical Specification

3x Light Mode Comfort Slider 

Niwa’s Modular-Solar-Systems (MSS)

Any USB output 

Mobile phone charger with USB socket

Laptop & Computer

Standard USB

Non-glare Light Diffuser

100 Lumen Brightness

Highly Energy Efficient LEDs

Heavy Duty Construction

Cable Roller

Quick-Fix Strap for secure
ceiling mounting

Incandescent 
17 lm/W            

LED bulb 
45 lm/W            

CFL 
70 lm/W            

High Energy Efficiency

90 lm/W


