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The saltwater-resistant profiles Clever Mount are ideal for the simple 
and secure mounting of solar modules on vehicles and boats. Due 
to their design, these mounting profiles are significantly lighter than 
comparable profiles made of plastic and meet the highest quality 
requirements. The aerodynamic design reduces wind noise and 
integrates modules positively on the roof.

Die salzwasserbeständigen Profile Clever Mount eignen sich 
hervorragend für die einfache und sichere Befestigung von 
Solarmodulen auf Fahrzeugen und Booten. Durch die Bauform 
sind diese Halteprofile deutlich leichter als vergleichbare Profile 
aus Kunststoff und erfüllen höchste Ansprüche an Qualität. Das 
aerodynamischen Design reduziert die Windgeräusche und integriert 
Module formschlüssig auf dem Dach.
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Perfekt 
Mount 41

Perfekt 
Mount 50

Perfekt 
Mount 55

Perfekt 
Mount 68

Perfekt 
Mount 80

Perfekt 
Mount

Length Länge mm 410 500 550 680 800 x

Width Breite mm 90

Height Höhe mm 62

Wall Thickens Wandstärke mm 1,9

Drill hole Bohrung mm 6,2

Hole Distance Loch Abstand 369 459 509 639 759 x

Weight Gewicht kg 1,1 1,3 1,4 1,8 2 1,25 kg/m

Surface Oberfläche Anodised | Eloxiert

Material Material Aluminium spoiler | Aluminium Spoiler

Enviroment
resisteance

Umwelt 
Beständigkeit

Weather and salt water resistant
Wetter- und Salzwasserbeständig

Art.No. Art.Nr.
si 500145 500119 500114 500116 500147 500124

bk 500190 500120 500115 500117 500148 500136

Spoiler Profile
Perfect Mount

si = silver | silber

bk = black | schwarz

x = on request | auf Anfrage


